
VCP Sales is proud to be the exclusive Global distributor of
SCC Wax Wraps and its’ associated corrosion prevention products.

www.vcpsales.com

SCC Wax Wrap is a petroleum-based compound impregnated into a non-woven synthetic carrier that provides
long lasting Above-ground (80A) or Below-ground (80U) metal substrates 
and infrastructure. It , sealing out moisture
wide range of temperatures and wet or dry surfaces with Superior Dielectric Strength to typical tapes.

corrosion 
. 

SCC Wax wrap is ,  and shows zero cathodic disbondment.
 it ideal for tunnel and vault applications.

and adhesion , even in extreme ambient 
temps and stays pliable in cold-weather.

and/or

 Manufacturered in the USA in Jackson, Michigan.

SCC WAX WRAP 80A/80U
CORROSION PROTECTION OF:

PIPELINES, FITTINGS, STREET TEES, FLANGES, VALVES, BOLTS, VAULTS
BRIDGE CROSSINGS, TUNNELS AND IRREGULAR SHAPES & SPACES

SCC WAX WRAP | PRIMEGUARD | PRO MOLD PUTTY | OUTERWRAP

Upon completed application, 
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SCC WAX WRAP 80A

synthetic carrier that provides long-term corrosion prevention.

USE:
For application on above-ground metal structures, 
infrastructure and pipelines needing corrosion protection.

PACKAGING:
                       72
                       72

9 6                       81 40
                       72 36

*Other widths, lengths and

SPECIFICATIONS:

(ASTM  D149) 404

F F
F F

184 F
525 F

 Test
 Test

        

SCC WAX WRAP | PRIMEGUARD | PRO MOLD PUTTY | OUTERWRAP

ADVANTAGES:
• 
•  and Chemical ce
• 
• Odorless
• 
• 
• 
• 
• 
• 
• SP 18

SCC WAX WRAP 80U

synthetic carrier that provides long-term corrosion prevention.

USE:
For application on below-ground metal structures and pipelines 
needing corrosion protection.

PACKAGING:
                       72
                       72

9 6                        81 40
                       72 36

*Other widths, lengths and

SPECIFICATIONS:

 
                               

 PMVR: 0.0030                  ermeability  Rate  ASTM  E96                     
 -40 F F

F F
179 F

ADVANTAGES:
• 
• 
• 
• 
• 
• 
• 
• 
• SP 18

ABOVE-GROUND BELOW-GROUND

Flash  Point (ASTM  D92) 538 F
   

  ASTM D127

   (ASTM D127)
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SCC WAX WRAP | PRIMEGUARD | PRO MOLD PUTTY | OUTERWRAP

PRO-MOLD PUTTY
, ,

the contours of shapes, fittings and s.
 each time.

PACKAGING:

SPECIFICATIONS:
 ASTM D70

ADVANTAGES:
• 
• 
• 
• 
• 
• 

FILLING AND SEALING VOID IN CASING

PRIMEGUARD PRIMER

and moisture displacing corrosion
inhibiting compounds.

USE:

SPECIFICATIONS:

ADVANTAGES:
•     on metal surfaces
•  
•  
•  
•  
•  
•   
•  Meets andComplies with AWWAC217-2023 Standard, NACESP0375-2018

    
                  

                        
                    

                  
                   

                     
                  

                  
                    

                  
                 
 

PACKAGING:

SCC WAX WRAP SYSTEM APPLICATION:
Minimal Surface Prep, SP2, removing loose scale, rust, paint and other foreign material. \Begin by applying 1- 3 mils of SCC PrimeGuard, by
gloved hand or brush on all areas of the

 

structure that is to be wrapped

 

with

 

SCC

 

Wax

 

Wrap
 

and/or or filled with Pro-Mold putty.
 

On wet,
sweaty, cold or rusty surfaces, rub and press PrimeGuard Primer firmly, displacing any moisture and ensuring adhesion to the surface.
Extend the PrimeGuard Primer

 

paste 3 inches past where the wrap will be applied
 

for
 

visual
 

inspection
 

of
 

use
 

upon
 

completion.
 

When a
smoother profile is desired, apply SCC anti-corrosive Pro-Mold Putty by pressing into contours,

 
minor pits and voids for a more

 
even

surface. Ensure the putty is adhering while Continuing to work Pro-Mold Putty to the area. Immediatey
 

after,
 

wrap SCC Wax Wrap 80A/80U
over the PrimeGuard  primer/putty, beginning with a 100% overlap, transitioning into a spiral wrap ,using a minimum 1- inch overlap. (Some
environments may require a 50% overlap.) Make sure to press out all air pockets while smoothing out lap seams on straight pipe. For Flanges, Fittings
and Tees or other irregular shaped surfaces, leave slack in wrap while wrapping to ensure sufficient coverage that also contours to irregular
shaped surfaces, then smooth out seams after wrapped to ensure self-sealing.

 
The wax-based tape shall be applied by pressing and molding 

the tape into conformity with the surface so that it does not bridge over irregular surface configurations. Upon completionThere should be no air  pockets underneath  the  wrap;  wrap  should  have  direct,  intimate  contact  with  the  surface  to  be  protected. 

PRIMEGUARD Primer 

                                
       

*High-Temp Available 250 F


