
SCC Wax Patch Superior Corrosion Control

Thickness of Backing 40 mil

Thickness of Wax Blend
Material

960 mils

Sizes 4"x4" or 6"x6"

Packing 10/case

Cone Penetration 7.5

Shelf Life Unlimited

Technical Data Sheet

Superior Corrosion Control (SCC) was established in 2006, by a management team that stretches 3
generations with over 100 years of experience in the manufacturing, product development of wax-
based tapes & wraps, and high-temperature anti-corrosive products. Superior Corrosion Control’s
unique product development and advancements in wax based taped have improved the corrosion
protection achieved in petroleum, petrolatum and wax tapes in the current marketplace. Superior

Corrosion Control manufacturers the SCC Wax Wrap out of Jackson, Michigan USA.
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We specialize in developing non-toxic wax tape and
wrap solutions that consistently exceed customer
expectations in the field . Through unique product
development, we have significantly improved the

corrosion protection capabilities of petrolatum and
wax-based tapes available today.

Our proprietary SCC Wax Patch, a blend of petrolatum
and microcrystalline wax , ensures excellent adhesion

and conformability , providing a reliable protective
coating patch even at temperatures exceeding 200°F.

 
VCP Sales is proud to be the exclusive Global distributor of SCC Wax Wraps and its’ associated corrosion prevention products.

vcpsales .com.




